
The panel / cylindrical air filter is commonly referred to as 
a “replacement filter”. It is installed in the original air-box to 
replace the OEM air filter. The high quality materials  used 
allow an increased air flow combined with a more efficient 
filtration.

BMC air filters are produced using a “Full Moulding” sy-
stem that enables the characteristic red filter to be manu-
factured from a single mould with no welded joints thus 
avoiding easy breakage. The rubber used in BMC air filte-
ring systems has a long life, is very durable and has opti-
mum adhesion characteristics in all shapes of airboxes. 
The filtering element is composed of layers of special cot-
ton gauze soaked with low viscosity oil for better filtration 
efficiency without compromising air flow penetration. The 
element is covered with an epoxy coated alloy mesh to 
ensure protection from petrol fumes and oxidization due 
to air humidity. 
BMC filtration systems give better performance to the en-
gine, both in terms of power and torque without compro-
mising reliability. 

BMC air filters are washable and reusable by using the 
appropriate washing kit.
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Il filtro aria a pannello / cilindrico è comunemente identifi-
cato “replacement filter”. E’ installato nell’air-box originale 
in sostituzione del filtro aria originale. E’ costituito da mate-
riali altamente performanti che consentono un incremento 
del flusso dell’aria al motore rispetto al filtro aria originale 
in carta o in spugna, garantendo una elevata efficienza di 
filtrazione.

I filtri aria BMC sono realizzati utilizzando un procedimento 
chiamato “Full Moulding” che consente di ottenere il carat-
teristico filtro rosso da un’unica stampata senza richiedere 
incollaggi negli angoli, causa di facili rotture. La particolare 
gomma usata nei sistemi di filtrazione BMC è praticamen-
te indeformabile nel tempo e con ottime caratteristiche di 
adesione a qualsiasi forma di airbox.
I filtri aria BMC sono costituiti da un tessuto multistrato di 
cotone imbevuto d’olio a bassa viscosità, inserito fra due 
strutture reticolate di alluminio. Le reti in alluminio sono 
trattate con resina epossidica in modo da proteggerle dal-
l’ossidazione causata dai vapori del carburante e dall’umi-
dità presente nell’aria.

Tutti i filtri BMC sono lavabili e rigenerabili tramite l’appo-
sito Kit di lavaggio.
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